
SPECS 8’ COP Tank 10’ COP Tank

Length 100” 120”

Width 30” 30”

Depth 22” 22”

Capacity 225 gallons 280 gallons

Weight    
empty / no pump

600 lbs 675 lbs

Pump 5 HP Ampco 3450 SS 
Centrifugal Pump

5 HP Ampco 3450 SS 
Centrifugal Pump

Heat Self-acting Steam  Regulator Self-acting Steam Regulator

Drain 2-1/2” Drain Valve 2-1/2” Drain Valve

Including Low Water Level Control, Dual Adjustable 
Distributor Pipe, Overflow Trough 

Low Water Level Control, Dual Adjustable 
Pipe, Overflow Trough 

Optional
Small Basket SS 20” L x 15” W x 4” D - 17” OAH Handles SS 20” L x 15” W x 4” D - 17” OAH Handles

Medium Basket SS 22” L x 10.5” W x 10” D - 24” OAH Handles SS 22” L x 10.5” W x 10” D - 24” OAH Handles

Large Basket SS 22” L x 10.5” W x 10” D - 24” OAH Handles SS 22” L x 10.5” W x 10” D - 24” OAH Handles

Recorder Partlow or Honeywell, 1-Pen Partlow or Honeywell, 1-Pen

AFCO COP Tanks are designed to wash various pipes, parts, and fittings used in many industries.

AFCO 1200 COP Tank
Standard units: 8 & 10’ long.
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